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P92-114-06 US 20 BR, .3 m. W. of Meridian
ROUTE US20BR DESCRIPTION Road LOGGED BY B. Wetzell ROUTE US20BR DESCRIPTION P92-114-06 US 20 BR, .3 m. W, of Meridian LOGGED BY B. Wetzell
SECTION LOCATION Winnebago Twp. - | SW, SEC. , TWP. 26N, RNG. 11E SECTION LOCATION _Winnebago Twp. - 1 SW, SEC. , TWP. 26N, RNG. 11E
COUNTY Winnebago DRILLING METHOD Hollow Stem Auger HAMMER TYPE CME-45 Automatic COUNTY Winnebago DRILLING METHOD Hollow Stem Auger HAMMER TYPE CME-45 Automatic
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The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer) The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99) BBS, from 137 (Rev. 8-99)
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